


DVB Features: 
• Compliant with DVB and Multiprotocol standards 
   EN301 192 and ETS 300 468 
• Supports 64 simultaneous Packet Identifiers (PIDs) 
• Multicast and Unicast support

Satellite Features: 
• Symbol Rate: 2 to 45Msps DVB-S 
• Symbol Rate: 2 to 30Msps DVB-S2 
• LNB Power: +14VDC or +18VDC or
   No Output (up to 500 mA)
• L-band: 950MHz to 2150MHz
• DVB FEC: (Auto Spectral Detection) 
• Modulation: QPSK/8PSK
 
Standard Interfaces: 
• 10/100BaseT Ethernet port, RJ45 
• RS-232 console terminal port, RJ12 
• Satellite L-band input terminal - provides 
   power to LNB (F-type connector) 

Code Rates:
   DVB-S – 1/2, 2/3, 3/4, 5/6, 7/8 - QPSK 
   DVB-S2 – 1/2, 3/5, 2/3, 3/4, 4/5, 5/6, 8/9, 9/10 - QPSK 
   DVB-S2 – 3/5, 2/3, 3/4, 5/6, 8/9, 9/10 - 8PSK 

Management: 
• Fully HTTP Web Manageable 
• FTP Upgradeable 
• IGMP 
• SNMP MIB II and Private MIB Management 
• DiSeqC 2.X Compliant 
• Telnet 

Dimensions: 
• L=24” X W=19” X H=1.75” (19” Rack Mount and 1 RU tall) 

Operating Systems: 
Windows 2003
Windows XP
LINUX

Cent OS 5 Key System features:
• Kernel foundation			   2.6
• Compiler/tool chain			   GCC 4.X
• GCC Buffer Bound Checking		  Yes
• Glibc Memory Corruption Checking	 Yes
• Native POSIX Threading Library		  Yes
• Hyperthreading scheduler		  Yes
• Logical Volume Manager			  Yes - LVM2
• Reverse Map VM			   Yes - enhanced
• Compatibility libraries			   Yes
• Asynchronous I/O for storage devices	 Yes
• CoE compliant				    Yes
• LSB compliant				    Yes - 1.3
• NFS					     Yes - V3 & V4

Environmental: 
• Reduction of Hazardous Substances (RoHS) compliant 
  (Directive 2002/96/EC)
• 0 – 50o C ambient temperature and 90% non-condensing

Power: 
• +6% to -10% VAC
• 50 or 60Hz 110-240V 
• 300 watts 

Safety: 
• Complies with 
• UL 60950-1 MET Labs – E112631 
• CSA C22.2 No. 60950-1 MET Labs – E112631
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